
Spectrum Test Report

Sample : Date : 2026-06-01

Specification : Sam. Status : Standard : 

Sample No. : 1 Instrument : HaasSuite(EVERFINE)

Manufacturer : Test by : Allen

Assessor : 

Remark : 

Test Condition
Temprature : 25.0Deg RH : 63%

WL Range : 380nm-780nm IP : 50229 (77%)

T : 233 msTest Mode : Fast Test

Sensitivity : High

Spectrum
1.0 = 3.439e+001mW/nm
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x=0.361 y=0.366 F4500

Colorimetric Parameters
Chromaticity Coordinate: x = 0.1577 y = 0.0546 / u' = 0.1888 v' = 0.1471 (duv=-1.68e-01)

CCT>=100000K        Prcp WL:   Ld=460.7nm      Purity=92.2%

Peak WL:  Lp=454nm  FWHM:   =21.7nm  Ratio:R=4.4% G=41.2% B=54.4%

Render Index: Ra = -23.5

R1 =53 R2 =-12 R3 =-137 R4 =-70 R5 =58 R6 =-8 R7 =-40

R8 =-31 R9 =-115 R10=-186 R11=-84 R12=-53 R13=37 R14=-22 R15=53

WHITE:OUT

 Photometric & Radiometric Parameters
Flux  = 67.847 lm   Eff. : 12.50 lm/W  Fe  = 998.19 mW

Electrical parameters
V = 230.08 V     I = 0.02508 A    P = 5.429 W PF = 0.9408 F=49.99 Hz
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